
« Complètement Swing ! »

Shortened Technical Rider

Performance space
Maximum 16 meters deep x 20 meters wide unobstructed, level space, and vertical Clearance.
Stage type : Floorboard minimum 8 meters x 9 meters. If not possible, the Company accepts stage type :
grass or concrete area free of any all holes, rocks. For safety of artists, it is important that the stage space is
flat and regular.

Portico installation
8 meters high and 4 meters wide. The company provides pincers into the ground or the organizer of concrete
blocks / water. Anchorage on floor : 7 concrete blocks of 500 kilos minimum each.

Manpower
2 people for setting up / dismantling and loading / unloading (handling mass transport of heavy loads).

Sound
We provide our own sound equipment. We need an electrical outlet (220V, 16 A ) to plug into.

Duration
Setting up : 3.30 2 hours (included scenery)
Dismantling : 2 hours (as an approximation)
Show : 45 minutes

Weather conditions and times of show
Show will not take place: in case of rain, wind exceeds 50 km / h, or temperature below 10°C
In case of rain during the day and if the structure is installed on a ground type grass or clay courts, the
Company may cancel the show if she believes there is a danger to the artists particularly when the ground is
slippery. On a floor or concrete, the company will provide its service when the rain has ceased at least half an
hour before and during the performance.

Request for the time of show.
If possible, we would perform after 18:00 in summer

The audience capacity
or optimun viewing : 600/800 persons sitting in a half circle.

Number people in the tour
3 persons (2 artists and 1 technician )
Accommodation hôtel, 2 rooms (double bed and single bed)

Dressing room and catering
The organizer must provide a safe and clean dressing room that has access to a bathroom. Provide water
bottles, dried fruit, cereal bars,
fruit juice…near the venue.

A full technical rider will be communicated on request.
A full technical rider will be communicated on request ...


